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1.0.Introduction

ACR1255U-J1 Secure Bluetooth® NFC Reader combines the latest technology in the world of smart
card readers with Bluetooth connectivity. This compact and wireless smart card reader brings together
sophisticated technology with fresh design to meet different requirements in various smart card-based
applications using Bluetooth-enabled devices, such as smart phones and tablets.

This document provides general procedures for installation of drivers and applications when using
ACR1255U-J1 Secure Bluetooth NFC Reader.

Topics covered in this user manual are as follows:

e Section 2.0 — provides procedures on how to install and use Bluetooth (BT) demo application
with ACR1255U-J1 using iOS device and library

e Section 3.0 — provides procedures on how to install and use Bluetooth (BT) demo application
with ACR1255U-J1 using Android device and library

e Section 4.0 — provides procedures on how to install ACS Bluetooth driver, pair Bluetooth
devices and use the ACS Bluetooth Device Management Tool
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2.0.For iOS

2.1. Install the Bluetooth demo application

1. You can access the device library when you download the iOS & Mac EVK from the ACS
website.

2. Using the XCode application, open BTDemo.xcodeproj.

800
FAVORITES
= All My Files
@ AirDrop
o Applications
[=) Desktop
@ Documents
0 Downloads

[ BTDemo "

@

ACSBluetooth BTDemo BTDemo.xcodeproj BTDemoTests

DEVICES
|2 Mountain Li...
O Remote Disc
SHARED
] hkoesx(SMB)
L Al
TAGS
© Red

Orange

Vo llrua

3. Transfer BTDemo.xcodeproj to your mobile device. Choose your mobile device, and then
click Play.

Note: Make sure that your mobile device is connected to your computer.

8006 [ BTDemo
P [ | 7A 8TDemo ) [ iPhone Retina (3.5-inch) BTDemo: Ready | Today at 11:52 am No Issues B | L
M7 Q A S = » B8 [#[< > [ D B
v BTDemo = General Capabilities Info Build Settings Build Phases Build Rules Quick Help
2 targets, iOS SDK 7.1
» [ ACSBluetcoth PROJECT ¥ identity
» []BTDemo [ s70emo No Quick Help
» [ sTDemoTests TARGETS Bundle Identifier | com.acs.BTDemo
» (| Frameworks
Product: BT — Version | 1.0
> (& Produas (") BTDemaTests
Build 1.0
Team | None :
¥ Deployment Infe
Deployment Target | 7.1 A4
Devices | iPhane
Main Interface | Main -
Device Orientation (¥ Portrait
(] Upside Down
# Landscape Left
& Landscape Right
Status Bar Style | Default :)
() Hide during application launch
¥ App lcons
Source | Applcon :|©
[
¥ Launch Images D &
|_\ Push Button - Intercepts
" mouse-down events and sends an
Source |glaunshipags) zje T action message to a target..
¥ Linked Frameworks and Libraries Gradient Button - Intercepts
mouse-dawn events and sends an
Name Stamus action message to a target..
" libACSBluetooth.a Requi
= Rounded Rect Button -
S CoreGraphics.framework Requi Intercepts mouse-down events
d sends an acti )
(55 UIKit.framework Requi and sends an action message
£ Foundation framework Requi - P
N = Lo
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2.2. Using the ACS Bluetooth demo application

This section provides a simple step-by-step procedure on how to use the ACR1255U-J1 Bluetooth
NFC Reader using the BT demo application.

2.2.1. Connect a device

1. Turn on the Bluetooth mode of ACR1255U-J1 to make it discoverable. To do this, slide the
toggle switch to the right.

2. Turn on your device’s Bluetooth by going to Settings | Bluetooth.

Open BT Demo application.

4. Tap Select.
eseee Globe T 10:58 AM @ 7 % 100%
Clear BT Demo Select

5. Choose the reader to pair your iOS device with, and then tap Done.

iPad 10:48 AM @ % 85% )

Cancel Reader Done

ACR1255U-J1-000904

Page 5 of 34

ACR1255U-J1 — User Manual info@acs.com.hk

Version 1.01 www.acs.com.hk




@ Advanced Card Systems Ltd.
Card & Reader Technologies

A bluetooth pairing request message will be displayed. Type in 000000, and then tap Pair to
continue.

Bluetooth Pairing Request
“ACR1255U-J1-000904" would like to
palir with your iPad. Enter the code
shown on “ACR1255U-J1-000904",

7. When the pairing is successful, tap OK to close the prompt.

Information

The reader is attached to the peripheral
successfully.

OK
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2.2.2. Get the device information

To get the reader’s information, tap Device Information.

iPad 12:47 PM @ % 83% W)

<{ BT Demo Device Information

System ID D8 CA 9F 39 CD 20
Model Number ACR1255U-J1-000...

Serial Number

Firmware Revision FWV 1.14.01
Hardware Revision HWV 1.03
Manufacturer ACS
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2.2.3. Get the battery level
To get the battery level, tap Get Battery Level.

iPad 3:26 PM @ % 86% W
Clear BT Demo Select
STATUS
ATR
Card Status

Battery Status
Battery Level 70%

APDU

Command APDU
00 84 00 00 08

Response APDU
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2.2.4. Get the card’s ATR (Answer To Reset)
To get the ATR of the card:
1. Tap the contactless smart card on the ACR1255U-J1 reader.
2. Inthe demo application, tap Use Default Key, and then tap Authenticate Reader.

3. You will be prompted that the authentication was successful. Tap OK.

Information
The reader is authenticated

successfully.

OK

To start polling, tap Enable Polling, and then tap Power On Card.
The card’s ATR will be displayed.

iPad 3:33 PM @ % 85% W
Clear BT Demo Select
STATUS
\
ATR
3B 83 80 01 4101 17 55
Card Status Powered
Battery Status
Battery Level 70%
APDU
Command APDU
00 84 00 00 08
Response APDU

6. To end polling, tap Power Off Card, and then tap Disable Polling.
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2.2.5. Transmit APDU command
To transmit APDU command:
1. Tap the contactless smart card on the ACR1255U-J1 reader.
2. Inthe demo application, tap Use Default Key, and then tap Authenticate Reader.
3. Tap Transmit APDU.
4. The Response APDU will be displayed.

iPad 3:33 PM @ 3 85% M.
Clear BT Demo Select
APDU

Command APDU
80 84 00 00D 0B

E1 B9 BO 8F CC 2D 9F F4 90 00

[Response APDU ]

CONTROL

Escape Command
04 00

Escape Response
E1 00 00 40 01

ACR3801U-S1

Use Default Key

Note: You can edit the APDU command by tapping Command APDU.

Page 10 of 34

ACR1255U-J1 — User Manual info@acs.com.hk

Version 1.01 www.acs.com.hk




@ Advanced Card Systems Ltd.
Card & Reader Technologies

2.2.6. Transmit escape command
To transmit an escape command:

1. Tap the contactless smart card on the ACR1255U-J1 reader.

2. Inthe demo application, tap Use Default Key, and then tap Authenticate Reader.
3. Tap Transmit Escape Command.
4

The Escape Response will be displayed.

iPad 4:23 PM @ } 82% W
Clear BT Demo Select
CONTROL
Escape Command
EO QD 0D 18 00

( )
Escape Response
E1 00000017 41 43 52 31 32 353555 2D 4A 31
2053 57 56 20 31 2E 31 34 2E 30 31

\ J

ACR3801U-81

Use Default Key

Get Battery Status

ACR1255U-J1

Use Default Key

Note: You can edit the Escape command by tapping Escape APDU.
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3.0.For Android

3.1. Install the Bluetooth demo application

1. Connect your mobile device to the computer.

B Galaxy Nexus

60? pj ~ Computer ~ Galaxy Nexus «

Organize «

i Favorites Internal Storage

e |
B Desktop S~ 12,9 GB free of 13.3 GO
4 Downloads

=] Recent Places

2. In the internal storage of your device, create a folder where the ACR1255U-J1 BTdemo will

be placed.
— Internal Storage
e
euv '_ + Computer = Galaxy Mexus = Internal Storage - - m
Organize -

@ Documents ;I

J’ Music .mmsyscache .rhmsoft Alarms
File folder File folder File folder

[ Pictures

E Videos
Android burstlyImageCache DCIM
File: folder File: folder File: folder

1% Computer

& i :

iy Local Disk (C2) Download LazyList Movies

= DATA (D) File folder _ File folder _ File folder
Music Notifications Pictures
File: folder File: folder File: folder
Podcasts Ringtones tmp

 File folder _ File folder  File folder

3. You can access the device library when you download the Android EVK from the ACS
website.

4. Inthe Android library, copy the BTDemo.apk file to the previously created folder.

=
@Dvl .+ Computer = Galaxy Mexus - Internal Storage ~ Temp

Organize «

BTDemo

APK File
115KB
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5. Disconnect your mobile device from the computer. Locate the BTDemo.apk using a file
manager application.

WIDGETS

3D Carousel
i e

ACS DESFire
Reader

B d
. U

GridL Angry Birds

Azaret

Calendar
Android

Camera

cus!

Downloads File Manager

6.

mntfsdeard/Temp

& ® g

Hermm g sl
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7. Complete the action using the Package Installer.

Package installer

Verify and install

Use by default for this action.

8. A prompt will ask for hardware control access. Tap Install to proceed.

9. Once the installation is complete, you can now open the BT demo application.

® EBETDemo

«" Application installed
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3.2. Using the ACS Bluetooth demo application

3.2.1. Connect a device

1. Turn on the Bluetooth mode of ACR1255U-J1 to make it discoverable. To do this, slide the
toggle switch to the right.

Turn on your device’s Bluetooth by going to Settings | Bluetooth.
Open ACS BT Demo application.

4. Choose the reader to pair your Android device with, and then tap Done.

®m 2@ Eal 4:34 PM
i®1 BLE Device Sc... SCAN
ACR1255U-11-000904
20:CD:39:9F:CA:D8
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5. A Bluetooth pairing request will appear. Tap Pair.

2 @ E L 4:34 PM

Bluetooth pairing request

Device

ACR1255U-J1-000904

Pairing grants access to your contacts and call history
when connected.

Cancel Pair

6. You will be prompted for a pairing code. Type in 000000 and then tap OK.
3 @ @l B 4:37PM

Bluetooth pairing request

Device

ACR1255U-11-000904

’ 000000

Usually 0000 or 1234
| PIN contains letters or symbols

You may also need to type this PIN on the

other device.
Pairing grants access to your contacts and call history
when connected.

Cancel OK
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Get the device information

To get the reader’s information, scroll down, and then tap Get Device Info. Scroll up again to view the
Device information displayed.

i ACR1255... DISCONNECT

Authenticate

Start Polling

Stop Polling

Power On Card

Power Off Card

Transmit APDU

Transmit Escape Command

[ Get Device Info ]

Get Battery Level

Get Card Status

Set Tx Power

ACR1255U-J1 — User Manual

Version 1.01
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3.2.3. Get the battery level

To get the battery status, tap Get Battery Level. Scroll up again to view the battery level.

i ACR1255... DISCONNECT

Authenticate

Start Polling

Stop Polling

Power On Card

Power Off Card

Transmit APDU

Transmit Escape Command

Get Device Info

[ Get Battery Level ]

Get Card Status

Set Tx Power
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3.2.4. Get the card’s ATR (Answer To Reset)

To get the ATR of the card:
1. Tap the contactless smart card on the ACR1255U-J1 reader.
2. Inthe demo application, tap Authenticate.

3. Scroll up to see the Authentication Success message.

(11 ACR1255... DISCONNECT

Authentication Key

4143523132 35 3555 2D 4A 31 20 41
757468

Authentication Success!

4. To start polling, tap Start Polling, and then tap Power On Card.

5. Scroll up to see the ATR of the contactless card.

(1 ACR1255... DISCONNECT

ATR
3B 838001410117 55

6. To end polling, tap Power Off Card, and then tap Stop Polling.

ACR1255U-J1 — User Manual

Version 1.01
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3.2.5. Transmit APDU command

To transmit APDU command:
1. Tap the contactless smart card on the ACR1255U-J1 reader.
2. Inthe demo application, tap Authenticate.

3. Scroll up to see the Authentication Success message.

(11 ACR1255... DISCONNECT

Authentication Key

4143523132 35 3555 2D 4A 31 20 41
757468

Authentication Success!

4. To start polling, tap Start Polling, and then tap Power On Card.
5. Tap Transmit APDU.
6. The Response APDU will be displayed.

™ 3 @ E .l B 443PM

8 ACR1255... DISCONNECT
APDU command

8084000008
77 39 03 31 61 24 50 A9 90 00

Note: You can edit the APDU command by tapping below the APDU command.

Page 20 of 34

ACR1255U-J1 — User Manual info@acs.com.hk

Version 1.01 www.acs.com.hk




@ Advanced Card Systems Ltd.
Card & Reader Technologies

3.2.6. Transmit escape command

To transmit an escape command:
1. Tap the smart card on the ACR1255U-J1 reader.
2. Inthe demo application, tap Authenticate.

3. Scroll up to see the Authentication Success message.

(11 ACR1255... DISCONNECT

Authentication Key

4143523132 35 3555 2D 4A 31 20 41
757468

Authentication Success!

4. Tap Transmit Escape Command.

5. The Escape Response will be displayed.

(aa] 2 @m.al 4:44 PM
(Il ACR1255... DISCONNECT
Escape command

EO 00 00 18 00
E1000000 17 41 43 52 31 32 35 35 55 2D 4A 31 20 53
57 56 20 31 2E 31 34 2E 30 31

Note: You can edit the Escape command by tapping below the Escape command.

Page 21 of 34

ACR1255U-J1 — User Manual info@acs.com.hk

Version 1.01 www.acs.com.hk




@ Advanced Card Systems Ltd.
Card & Reader Technologies

3.2.7. Change Bluetooth transmission power

To change transmission, tap Set Tx Power. Choose from the four available transmissions power for
ACR1255U-J1.

R @ Mm@l B 4:44PM

Set Tx Power

-23 dBm

-6 dBm

0 dBm

4 dBm

The following are the range of operating distances for the modes above:
e -23dBm:3m-5m
e -6dBm:7m—9m
e 0dBm:10m —-15m
e 4dBm:30m—40m

Note: The operating distance could be shorter when there is interference such as, metal, door, wall,
or other radio emitting devices.
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4.0.For Windows®

4.1. Install ACS Unified Bluetooth driver
To install the driver:
1. Runthe ACS Unified Bluetooth Driver.

2. The Setup Wizard will show. To start the installation, click Next.

i ACS Unified Bluetooth Driver 1.0.0.6 Setup =101 %]

@ Welcome to the ACS Unified Bluetooth

Driver 1.0.0.6 Setup Wizard

The Setup Wizard will install ACS Unified Bluetooth Driver
1.0.0.6 on your computer, Click Next to continue or Cancel
to exit the Setup Wizard.

N =N

Bach Mext Cancel I

3. Click Next to install the driver to the default destination, located at X:\Program
Files\Advanced Card Systems Ltd\ACS Unified Bluetooth Driver 1.0.0.6\, with X as your
local Windows drive.

i ACS Unified Bluetooth Driver 1.0.0.6 Setup =100 =]

Destination Folder
Click Mext to install to the default folder or did: Change to choose another,

Install ACS Unified Bluetooth Driver 1.0.0.6 to:

IC:\Program Files\advanced Card Systems Ltd\ACS Unified Bluetooth Driver 1.0.0.6Y4

Change... |

Back Mext Cancel
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4. Click Install.

i'-;‘ ACS Unified Bluetooth Driver 1.0.0.6 Setup

=101 =]

Ready to install ACS Unified Bluetooth Driver 1.0.0.6

Click Install to begin the installation. Clidk Back to review or change any of your
installation settings. Click Cancel to exit the wizard.

5. Wait while the driver installs.

i'—;‘ ACS Unified Bluetooth Driver 1.0.0.6 Setup o ] 24
Installing ACS Unified Bluetooth Driver 1.0.0.6
Please wait while the Setup Wizard installs ACS Unified Bluetooth Driver 1.0.0.6.
Status:
|
Bach [ | Cancel
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6. Once the installation is complete, click Finish.

{5 ACS Unified Bluetooth Driver 1.0.0.6 Setup =101 =]

@ Completed the ACS Unified Bluetooth

Driver 1.0.0.6 Setup Wizard

Click the Finish button to exit the Setup Wizard.

7. You will need to restart your computer for the changes to take effect. Click Yes to restart.

"

Bach I Finish & I Zancel

i-_“!_I, ACS Unified Bluetooth Driver 1.0.0.6 Setup il

‘You must restart your system for the configuration
changes made to ACS Unified Bluetooth Driver 1.0.0.6

to take effect. Click Yes to restart now or Mo if you plan
to manually restart later.

o |
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4.2. Set up device pairing with built-in Bluetooth adapter

Note: This procedure only applies to Windows 8 and later. Windows 7 does not support devices using
Bluetooth 4.0/Bluetooth Low Energy interface.

To pair using this setup:

1. Turn on the Bluetooth mode of ACR1255U-J1 to make it discoverable. To do this, slide the
toggle switch to the right.

2. Goto PC Settings ﬂ choose PC and devices, and then click Bluetooth.

(© PC and devices

Lock screen
Display
Bluetooth A
Devices

Mouse and touchpad

3. Turn on Bluetooth.

Manage Bluetooth devices

Bluetooth

On [ |
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4. Select ACR1255U-J1, and then click Pair.

Manage Bluetooth devices

Bluetooth

Oon [ |

Your PC is searching for and can be discovered by Bluetooth devices.
L] L L L ]

gl ACR1255U-)1-000730
E Ready to pair

5. The pairing is complete when you see ACR1255U-J1 is connected.

Manage Bluetooth devices

Bluetoath

On [

Your PCis searching for and can be discovered by Bluetooth devices.

[ ] [ ] [ ]
E' ACR1255U-)1-000730
Q Connected

6. To complete the installation of the Bluetooth card reader, go to ACS Bluetooth Device
Management Tool.
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4.3. Set up device pairing with Bluetooth USB dongle

Note: This procedure will use the TI USB dongle as the Bluetooth adapter. Make sure that you have

installed the ACS Bluetooth driver before performing this procedure (see Install ACS Unified
Bluetooth driver).

To pair using this set up:
1. Plug in the Tl Bluetooth USB dongle to your computer.

2. Windows will automatically install the device driver, indicated by the tooltip notification.

:ﬂ Installing device driver software &[x|

Click here for status.

3. Wait while the device driver installs.

4. When itis ready to use, click Close.

il Driver Software Installation x|

TI CC2540 USB CDC Serial Port (COM7) installed

TI CC2540 USB CDC Serial Port (COM7) fj’F‘.eady to use

5. When you open the ACS Bluetooth Device Management Tool, it automatically pairs the
dongle to your system.
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4.4. Using the ACS Bluetooth Device Management Tool

ACS Bluetooth Device Management Tool is an application that enables you to easily manage device
pairings between ACS Bluetooth card readers and computers.

44.1. Install a device

To establish full connection, you must install the Bluetooth card reader in the ACS Bluetooth Device
Management Tool.

Note: The Tl USB dongle can only work on a one-to-one connection with an installed ACS Bluetooth
card reader. If there is a previously installed Bluetooth card reader in the tool, uninstall it first (see
Uninstall the device).

To begin:

1. Turn on the Bluetooth mode of ACR1255U-J1 and make it discoverable. To do this, slide the
toggle switch to the right.

2. Runthe ACS Bluetooth Device Management Tool.

3. Wait while the tool scans for Bluetooth devices within range.
Note: If the device is not immediately discovered, click Refresh.

4. Once the tool discovers ACR1255U-J1, it will show in the list.

ﬁACS Bluetooth Device Management Tool =] =1
File Option
Reader Name | serial Number | Bluetooth Address | FW Version | status | BT Adapter | Pairing |
ACR1255U-11-000730 RR330-000730 G3C20BODBA12 FWV 1,16.03 Mot Installed Mot Set Unpaired

[~ show logs Refresh

[Ready T Dongle
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5. Inthe Option menu, click Install.

E ACS Bluetooth Device Management Tool

File | Option

Reai W al Mumber Bluetooth Address

m IJmimsta 30-000730 63CA0BODSA1Z
Authenticate

Bluetooh Adapter »

An alternative way to do this is to right-click on the device, and then click Install.

EAG Bluetooth Device Management Tool
File Option

Reader Mame Serial Mumber Bluetooth Address
ACR 12550-11-ga0220 220-000730

2551-11 - e L LLOLZZ - (00 7 30 GECI0BIDBA12
Uninstsg

Switchto »

6. Type in a 16-byte hexadecimal key for authentication, or use the default value. Click Install.

Driver Installation - Device Key x|

Enter 16 byte key for Smart Card Reader Authentication (HEX): ——

I 00 00 00 Q0 Q0 Q0 Q0 Q0 QD Q0 Q0 00 Q0 00 g oo
I+ Use Default value

Install E I Cancel

Note: The default authentication key is 41 43 52 31 32 35 35 55 2D 4A 31 20 41 75 74 68.

7. Wait while the application installs the driver.

8. A message will appear confirming a successful installation. Click OK, and then reset your
device.

ACS Bluetooth Reader x|

:l Successfully installed PCSC driver, Please RESET the device,

=]
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9. A message will appear reminding you to restart your computer. Click OK, and then restart
your computer.

ACS Bluetooth Reader x|

:l Reboot the computer to complete the installation.

.

10. After a successful driver installation, you can now use ACR1255U-J1 with various smart card
applications. Below is a sample of ACR1255U-J1 connected in QuickView.

E Quickview o =] 5
Main Log Help
Smart Card Readers Reader Details
[#- ACS Proprietary R eaders
E| PC/SC Readers Feader Name: ACS ACR1233U-J1 ELE FICC Reader O
--Installed ACS ACE1255U—J1 BLE PICC Eeader O is present in the
B- Cornected E“t‘!‘f’
O 405 ACR12551)-J1 BLE PICC Reader O I St

[ Advanced WView Log | Initalize |

Reset Save Log | Quit |
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4.4.2. Uninstall a device

To uninstall a device:

1. Right-click on the device, and then click Uninstall.

EAE Bluetooth Device Management Tool
File Qption
Reader Mame
ACR1255U-11

Serial Mumber

Irstall

_Lntaly

Switch to ¥

2. Click Yes to confirm uninstallation.

Confirm Uninstall

r l*_\ The Device will be removed from the system. Continue?

Yes Mo

3. The device will be removed from the reader list.

Note: Since the TI USB dongle can only work on a one-to-one connection with a Bluetooth card
reader, you must first uninstall the previous device to connect to another one.
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4.5. Check if Bluetooth card reader is installed correctly
1. Go to the Device Manager.
2. Under Smart card readers, the ACR1255U-J1 reader should show as ACR1255U-J1 BLE

PICC Reader.

ﬂ M

..

-8 Computer

lJ Disk drives

‘a Display adapters

-1 DVD/CD-ROM drives

-85 Human Interface Devices
- IDE ATA/ATAPI controllers
% Imaging devices

&= Keyboards

[ 8¥ Network adapters

g Ports (COM & LPT)
Processors

EI ,j Smart card readers
IR - Cr 1755011 BLE PICC Reader

jice and other pointing devices
onitors

----i.| Sound, video and game controllers
-8 System devices

i Universal Serial Bus controllers
{} WD Drive Management devices

3. Right-click on the device, and then click Properties.

78 Computer

L_q, Disk drives

‘.-, Display adapters

-t DVDJCD-ROM drives

92 Human Interface Devices
-t IDE ATA/ATAPI controllers
% Imaging devices

&= Keyboards

ﬂ Mice and other pointing devices
‘: Muonitors

[#-&¥ Network adapters

&' Ports (COM &LPT)
&4l Processors

Eli; Smart card readers

o L:; Update Driver Software. ..
[#-%| Sound, video and gam .

T A i Disable

G+ System devices Uninstal

i Universal Serial Bus co

-5 WD Drive Managemen'  Sean for hardware changes

Properties k
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The Bluetooth reader and driver are installed correctly if the sevice status shows “This device

is working properly”.

ACR1255U-11 BLE PICC Reader Properties EI
General IDriver I Dﬁtailsl

. ACR1255U-J1 BLE PICC Reader
o

Device type: Smart card readers
Manufacturer: Advanced Card Systems Ltd.
Location: Linknown
— Device status
This device is working propery. ;I

oK & I Cancel

Android is a trademark of Google Inc.

The Bluetooth® word, mark and logos are registered trademarks owned by Bluetooth SIG, Inc. and any use of such marks by Advanced Card Systems Ltd. is under
license.

Windows is a registered trademark of Microsoft Corporation in the United States and/or other countries.
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